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For more information, including product datasheets and other support material,
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Addressable Fire Alarm Systems

Control and Indicating Equipment 3
Detectors and Manual Call Point

Modules 8
Detector Bases 10
Audio/Visual Alarm Devices and Accessories 12

ONTENT

i

Company Profile

Formed in 2010, Numens is an established supplier of
professional safety products for fire detection and alarm
systems. Numens supplies an extensive range of
addressable, non-addressable and residential products

Non-Addressable Fire Alarm Systems @

for life safety and property protection applications. Control and Indicating Equipment 15
Offering over 250 products and supplying to more than Detectors 17
450 customers around the globe, we are committed to

- . . . Detector Bases 21
establishing long-term relationships with our _
customers and suppliers. Manual Call Points 23
Audio/Visual Alarm Devices 24
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Standards approvals are important to us, giving Gas Alarms 28

customers additional confidence of the
performance and reliability of our products.
We are certified to ISO 9001:2008 and our
products carry approvals to major European
and North American Standards.
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Networked Addressable Fire Alarm System

6002-08 Extinguishant ~ 6002-04 32-Zone 6002-02 2-loop 6001-03 Network
Control Card Indicator Card Expansion Card Interface Card

O —— i — i — . — . — . — T —— ——— — — O —— — -

I Loop 3 ~ Loop 6
1 internally expandable

N o — e — o — o — -

Supports 125 or 250
addressable devices
per loop
Sounder Loop 2 I 3

6002 Addressable

_O_O_O_O_O_ Control Panel

Sounder Loop 1

Addressable Products Approvals

The following products have been third-part assessed for the relevant Standards compliance.
New assessments are currently underway, so check out website for the latest information.
Other products have been designed to comply with the relevant Standards.

SNA-360-52 Smoke detector
HNA-360-H2 Heat detector .

SNA-360-CL Smoke/heat detector, remote LED output

Standards Reference
EN 54-5, Fire delection and fire alarm systems. Heat detectors. Point detectors
EN 54-7, Fire defection and fire alarm systems. Smoke detectors. Point detectors using scattered light, transmitted light or foniization

www.numens.com

Detector Manual Call Point

1/0 Device

Detector

jLoop 2 ~ Loop 5

6002-03 6-Loop
Expansion Panel

6-loop expansion panel
provides a maximum
system size of 24 loops

Matwork Intetace Cand

Supports up to 64
repeater panels

Loop 2 ~ Loop 5

6002-03 6-Loop
Expansion Panel

www.numens.com




Addressable Control and Indicating Equipment Addressable Control and Indicating Equipment

6002 Addressable Control Panel 6001 Addressable Control Panel

EN 54-2, EN 54-4 EN 54-2, EN 54-4

Features s ] * Single loop or 2-loop options available

= Single loop, expandable to 2-loops available

= Networkable, up to 4 control panels

= Up to 125 addressable devices per loop

= Automatic device detection on start-up

= Automatic device type-code verification

= 2 independently programmable non-addressable A/V alarm output circuits
= 2 programmable Fire Alarm relay outputs

= Fault relay output

= Backlit LCD display providing 4 rows of 40 characters
= 16 zone fire alarm LED indicators

= 3000 event history log

* Two addressable loops, internally expandable to 4 or 6-loops

* Six-loop expansion panel provides a maximum system size of 24-loops
* Supports up to 64 repeater panels

* Supports 125 or 250 addressable devices per loop

+ Supports both Numens ST and TP loop protocols

* Automatic device detection on start-up

* Automatic device type-code verification

+ 2 independently programmable non-addressable sounder output circuits
+ 2 programmable relay outputs

* Fault relay output

+ Remote disable and evacuation inputs .
* Backlit LCD display providing 4 rows of 40 characters o e BSEEE For complete specifications, see datasheet 31-0004
= 32, 64, 96, or 128 zone fire alarm LED indicators -
+ 3000 event history log

« Attractive designer enclosure available in white

= Surface mounting

« Easy installation

The 6001-01 analogue addressable control and indicating equipment forms the central part of a fire detection and
alarm system. The fully networkable 6001-01 is compatible with Numens addressable devices and can also be
connected to non-addressable devices when used with addressable input modules.

Default configuration programming facilitates out-of-box installation and rapid commissioning. A powerful and versatile
cause-and-effect based programming tocl enables rapid customization with software for sites that require special
operating features.

DESIZTi[ItiLIII The 6001-01 comes standard with features that allows flexibility and expandability.

For complete specifications, see datasheet 31-0065.

The 6002 analogue addressable control and indicating equipment forms the central part of a fire detection and alarm system. The Drdering Information
6002 is compatible with Numens addressable devices and supports both Numens ST and TP loop protocols. Either 125 or 250

devices per loop are supported. Non-addressable devices can also be connected to the 6002, when used with addressable input

modules. 6001-01

The 6002 comes standard with 2-loops, and is expandable up to 24-loops.

Default configuration programming facilitates out-of-box installation and rapid commissioning. A powerful and versatile B
cause-and-effect PC-based programming tool enables rapid customization with software for sites that require special operating 6001-05°

features. 2 Explandable to 2 loops

Ordering Information
6002-01

6001 Repeater Panel (ALD)

EN 54-2,EN 54-4

The 6001 addressable AC repeater panel extends the + Backlit LCD display provides 4 rows of
6001addressable control and indicating equipment 40 characters

display to a remote location. The repeater panel is » 16 zone fire alarm LED indicators
compatible with all Numens 6001 control panels and + Recessed mounting enclosure

is powered from an external AC supply. » Powered from an external AC supply

The repeater panel comes standard with features that + Up to 4 repeater panels can be connected
allows flexibility and expandability. Default configuration to a single control panel

programming facilitates out-of-box installation and rapid + Easy installation

commissioning.

For complete specifications, see datashest 31-0060.

Ordering Information
6001-15
page 05

6001 Network Interface Card 6002-08 Extinguishant 6002 2-Loop 6002 Repeater Panel 6002-03 6-Loop
Control Card expansion Card Expansion Panel

www.numens.com www.numens.com




Addressable Control and Indicating Equipment

6001 Repeater Panel (DC)

The 6001 addressable repeater panel and
indicating equipment forms the display part of a
fire detection and alarm system. The repeater
panel is compatible with Numens addressable
devices and can also be connected to
non-addressable devices when used with
addressable input modules.

Ordering Infonmation
6001-08

6001 Network Interface Card

The 6001 network interface card is used to form
a ring network of Numens control panels and
repeaters, Robust data communications uses
separate transmit and receive transmission paths
to provide superior reliability. The transmission
paths are constantly monitored for fault
conditions in the wiring. A single fault will
continue to allow network communications.

Ordering Information
6001-03

6001 Remote LED Display Card

The 6001 remote LED display card is used to
repeat the discrete LED indications of Numens
control panels. Sixteen discrete LEDs can be
configured to display multiple Alarm and Fault
conditions, or system status conditions remotely
from the control panel.

Ordering Information
6001-04

6001 1-Loop expansion Card

The 6001 1-loop expansion card is used with the
6001-05 control panels to add an additional loop,
and up to 125 devices to the base panel.

Ordering Information
6001-06

c € EN 54-2, EN 544

* Networkable, up to 4 control panels

+ Backlight LCD display providing 4 rows of
40 characters

+ 16 zone fire alarm LED indicators

+ Attractive designer enclosure available
in white

* Recessed mounting

+ Easy installation

For complete specifications, see datasheet 31-0054

= RS422/RS-485 data communications
protocol

= Ring topology

» Monitoring of short- and open-circuit
conditions in the transmission path

= Fault-tolerant transmissions allows
continuous data communications with a
single fault in the transmission path

For complete specifications, see datasheet 31-0048.

= Configurable for 8-zone LED display of
Alarm and Fault conditions

= Configurable for 16-zone LED display of
Alarm conditions

= Configurable for 16 LED display of
system status conditions

= High intensity, low power consumption
LEDs

For compleie specifications, see datasheet
31-0049,

= Compatible with 6001-05 control panel
= Supports up to 125 devices
= Easy installation and configuration

www.numens.com

Addressable Detectaors

SNA-360 Smoke Detector

Features

+ Advanced algorithms provide analogue detection discrimination

+ Surface-mount device (SMD) circuit board design

» High immunity against unwanted alarms

+ Stable smoke sensing chamber. No adjustment or replacement
required

* Sleek low-profile housing design

» Dual LEDs for 360° visibility

« Convenient 2-wire connection

= Easy installation with simple address setting DIP switches

+ Available with 125 usable detector address settings per loop
when connected to Numens control and indicating equipment

+ Opticnal remote LED output

* Low maintenance

Description

SNA-360 analogue addressable photoelectric smoke detectors are microprocessor controlled state-of-the-art detectors suitable for
connection to Numens addressable fire detection control and indicating equipment. Up to 125 detectors can be connected to each
alarm zone loop.

Advanced electronics in conjunction with a photoelectric smoke sensing chamber provides early detection of fire and high immunity
against unwanted alarms.

The SNA-360 analogue addressable detector range provides fire detection and alarm system designers with a premium smoke
detector for life safety and property protection applications.

Ordering Information

Compatible with

pagel10 page10 page 11 page 11 page 12

CN302A CM3044A 481 High Profile Base 683 Audio/Visual Base 681 Remote Indicator

www.numens.com




Addressable Detectors

HNA-360 Heat Detector

¥ C€

HNA-360 analogue addressable heat detectors
are microprocessor controlled state-of-the-art
detectors compatible with popular control and
indicating equipment loop protocols.

An electronic thermistor sensor provides
sensitive rate-of-rise alarm operation, or
fixed-temperature operation when the response
threshold value is exceeded.

Ordering Information

* Durable heat sensor

= Analogue detection discrimination

= Dual LEDs for 360° visibility

= 2-wire connection to many popular loop
protocols

= DIP switch address setting

= 125 usable detector address settings per
loop

= Optional remote LED output

For complete specifications, see datasheet 31-0040.

HNA-360-H2 —

SNA-360 Smoke/Heat Detector

& C€

SNA-360 analogue addressable photoelectric
smoke/heat detectors are microprocessor
controlled state-of-the-art detectors compatible
with popular control and indicating equipment
loop protocols.

Advanced electronics in conjunction with a
photoelectric smoke sensing chamber and an
electronic thermistor provide early detection of

fire and high immunity against unwanted alarms.

The heat sensor provides sensitive rate-of-rise
operation or fixed-temperature operation when
the response threshold value is exceeded.
The 6001 comes standard with features that
allows flexibility and expandability.

Ordering Information

= Photoelectric smoke and heat sensors

= Analogue detection discrimination

= Dual LEDs for 360° visibility

= 2-wire connection to many popular loop
protocols

= DIP switch address setting

= 125 usable detector address settings per
[ele]e}

= Optional remote LED output

For complete specifications, see datasheet 31-0042

SNA-360-C2 o

660 Manual Call Point

The 660 manual call points includes a pressure
activated displacement element to provide a
safe and convenient way for building occupants
to manually initiate a fire alarm condition.
Resetting the manual call point is achieved by
inserting a key through the underside of the unit
to replace the operaling face to the quiescent
position.

Ordering Information
660-001

= Pressure activated displacement element
provides a safe user experience

= Integral indicator to show polling and
alarm activation

= Resettable with simple key operation

= Suitable for indoor use

= Monitors for quiescent, alarm and fault
conditions

= DIP switch address setting

= 125 usable detector address settings
perloop

For complete specifications, see datasheet 31-0032.

www.numens.com

Addressable Modules

621 Input Module

621 analogue addressable single input modules
provide the interface to connect an electrically
isolated dry-contact switched inputs to Numens
addressable fire detection control and indicating
equipment.

A parallel resistive input filter allows multiple
states to be monitored at the input. The states
are converted fo the loop communications
protocol by the module, to enable them to be
displayed on the control and indicating
equipment.

hdering Information
621-001

6G21 Input/Output Module

621 analogue addressable single input/output
modules provide the interface to connect an
electrically isolated dry-contact switched input to
Numens addressable fire detection control and
indicating equipment.

A parallel resistive input filter allows multiple
states to be monitored at the input. The states
are converted to the loop communications
protocol by the module, to enable them to be
displayed on the control and indicating
equipment,

[hdering Information
621-002

B21 Alarm Zone Input Module

www.numens.com

621 addressable alarm zone input modules
provide the interface to connect non-addressable
input devices (such as detectors or manual call
points) to Numens addressable control and
indicating equipment.

Dhrdering Information
621-003

= Single input for connection to dry contact
inputs

= Monitors and signals three distinct input
states: Normal; Alarm; Open-circuit

= Separate indicators for Quiescent, Alarm
and Fault conditions

= Polling indicator shows quiescent operation

= DIP switch address setting

= 125 usable detector address settings per
loop

For complete specifications, see datasheet 31-0029.

» Single voltage-free relay output

= Qutput relay can be powered internally or
externally (selectable at installation)

= Single input for connection to dry contact
inputs

= Monitors and signals three distinct input
states: Normal; Alarm; Open-circuit

= Separate indicators for Quiescent, Alarm
and Fault conditions

= Polling indicator shows quiescent operation

= DIP switch address setting

= 125 usable detector address settings per
loop

For complete specifications, see datasheet 31-0030.

= Signals normal, alarm and open-circuit
alarm zone conditions

= Capable of supplying 35 mA to power
non-addressable devices

= Fault condition indicator

= DIP switch address setting

= 125 usable detector address settings per
loop

For complete specifications, see datasheet 31-0031.




Addressable Modules

622 Alarm Control Maodule

The 622 addressable audio/visual alarm control
module is suitable for connection to addressable
fire detection and alarm systems.

622 is loop-powered and switches external

DC 24 V power to non-addressable audio/visual
alarm devices. The switched supply is
supervised for open- and short-circuit conditions,
and availability.

Up to 32 modules can be connected to each
alarm zone loop.

Chrdering Information
622-001

620 Mini Output Module

620 addressable output mini-modules provide
the interface to connect non-addressable output
devices (such as audio/visual alarm devices) to
Numens addressable control and indicating
equipment

Ordering Information
620-003

620 Mini Input Module

620 addressable alarm zone mini-modules
provide the interface to connect non-addressable
input devices (such as detectors or manual call
points) to Numens addressable control and
indicating equipment.

hrdering Information

-001

Single output switches an external DC

24 V source of up to 800 mA.

Separate indicators for Quiescent, Alarm
and Fault conditions

Polling indicator shows quiescent operation
Surface-mount device (SMD) circuit board
design

Easy installation with simple DIP switch
address setting

Convenient 2-wire connection

Available with 32 usable address settings
per loop

Low maintenance

For complete specifications, see datasheet 31-0061,

+ |deal for control of audio/visual alarm devices

= Signals normal and shori-circuit alarm zone
conditions

= Small size

= Capable of supplying 35 mA to power
non-addressable devices

= DC 24 V operation

= DIP switch address setting

= 32 usable detector address settings per loop

For complete specifications, see datasheet 31-0028,

= Signals normal, alarm and open-circuit
alarm zone conditions

= Small size

= Capable of supplying 13 mA to power
non-addressable devices

= DC 24 V operation

= DIP switch address setting

= 125 usable detector address settings per
loop

For complete specifications; see datasheet 31-0027.

www.numens.com

Addressable Detectors Base

A-Terminal Passive Base

FE®

4-terminal bases are used with 2-wire fire

detectors that do not include additional features,
such as remote indicator or alarm relay outputs.

Ordering Information

CN102A

d-Termminal Passive Base

b82 Isolator Base

TE®

www.numens.com

8-terminal bases are used with 2-wire fire
detectors that include additional features,

such as remote indicator or alarm relay outputs.

Drdering Information
CN104A
CN304A

The 682 isolator base provides electrical
isolation of alarm zone wiring for addressable
fire detection control and indicating equipment.
The use of the 682 as part of the alarm zone
wiring ensures that short-circuit faults in the
alarm zone loop wiring disable a minimum
number of devices.

Ordering Information

= Secure mounting to all surfaces

= Flexible mounting pitch

= Low profile

= Cable entry through the rear of the base

» Plated contacts for durable connection to
detectors

» Fitted square washer for easy and reliable
cable clamping

» Alarm zone circuit continuity models
available

For complete specifications, see datasheet 31-0036.

» Secure mounting to all surfaces

* Flexible mounting pitch

» Low profile

* Cable entry through the rear of the base

» Plated contacts for durable cennection to
detectors

» Fitted square washer for easy and reliable
cable clamping

» Alarm zone circuit continuity models
available

For complete specifications, see datasheet 31-0038.

Automatic operation/reset

LED activation indicator

Surface-mount device (SMD) circuit board
design

Secure mounting to all surfaces

Flexible mounting pitch

Low profile

Plated contacts for durable connection to
detectors

Fitted square washer to easy and reliable
cable clamping

Terminals suitable for (0.4 ~ 2.5) mm?
diameter wiring

Low maintenance

For complete specifications, see datasheet 31-0063.

682-003 v =




Addressable Detector Bases

481 High Profile Base

The 481 high profile bases are used with 2-wire
fire detectors that include additional features,
such as remote indicator or alarm relay outputs.

Ordering Information

481-001

683 Audio/Visual Alarm Base

The 683 addressable audio/visual alarm base is a
loop-powered device that provides a fire alarm
warning to building occupants. The integration of
the audio/visual function with a detector base may
displace the need to install separate audio/visual
alarm devices.

Models with an integrated isolator provides
electrical isolation of loop wiring for addressable fire
detection control and indicating equipment. The
isolator function ensures that short-circuit faults in
the alarm zone loop wiring disables a minimum
number of devices.

Drclering Information

683-007°
683-009°
683-011°

@Compatiable with Non-Addressable Detectors
bCompatiable with Addressable Detectors

= Secure mounting to all surfaces

= Flexible mounting pitch

= Cable entry through the rear of the base

= Plated contacts for durable connection to
detectors

= Fitted square washer for easy and reliable
cable clamping

= Alarm zone circuit continuity models
available

For complete specifications, see datasheet 31-0038.

Visual, audible and audio/visual models
available

Audible alarm output adjustable up to of
85dB at1m

Easy DIP-switch address setting

Quick alarm and shadow addressable
options are available.

Optional isolator with both automatic
operation and restore

Compatible with either addressable or
non-addressable detectors

Optional transparent or white cover to
finish an installation without a fitted
detector.

For complete specifications, see datasheet 31-0064.

www.numens.com

Addressable Alarm and Accessories

6A40 Audio/Visual Alarm Device

The 640 addressable audio/visual alarm devices
are suitable for connection to 2-wire addressable
fire detection and alarm systems.

640 is loop-powered and activation is initiated by
a dedicated initiation message from the control
and indicating equipment. Up to 125 devices can
be connected to each alarm zone loop.

Ordering Information

640-001

680 Loop Isolator

The 680 loop isolator provides electrical isolation
of alarm zone wiring for addressable fire
detection control and indicating equipment. The
use of the 680 as part of the detector zone wiring
ensures that short-circuit faults in the alarm zone
loop wiring disable a minimum number of
detectors.

Ordering Information
680-001

681 Remote Indicator

The 681 remote indicator is used to identify the
detector in alarm, and is useful where the
detector cannot be easily seen when installed in
the building.

Ordering Information
681-001

www.numens.com

= Visual, audible and audio/visual models
available

» Red or white body available for audible
alarm device

= Loop-powered from control and indicating
equipment

= Operates when a dedicated activation
message is received from the control and
indicating equipment

* Loud sounder output of 85 dB at 1 m

= Long-life LEDs

» Low quiescent current

= DIP switch address setting

For complete specifications, see datasheet 31-0051.

= Automatic operation

= Automatic reset

» DC 24 V operation

» Compatible with 2-wire fire detection and
alarm systems

» LED activation indicator

For complete specifications, see datasheet 31-0033.

= Easily seen when in the alarm condition
= Wide operating voltage
= Easy installation with no adjustments required

For complete specifications, see datasheet 31-0034.




Non-Addressable Fire Alarm System

Smoke Detector Heat Detector Gas Detector Flame Detector VWater Leakage Detector Manual Call Point

-0

Flame Detector Water Leakage Detector Manual Call Point

Metwork Interface Card

6001-04 Remote
LED Display Card

6001-03 Network
Interface Card

Smoke Detector Heat Detector Gas Detector

. f .. — )

Non-Addressable Products Approvals s b onadiiessatit

The following products have been third-part assessed for the relevant Standards devices per alarm zone
compliance. New assessments are currently underway, so check out website for : circuit

the latest information. Remote Indicator

Other products have been designed to comply with the relevant Standards.

Control Panels

4001-01 Control panel, 2 detection zones
4001-02 Control panel, 4 detection zones
4001-03 Control panel, 8 detection zones

4-8 detection zones available

Model Description f
1
I
Y

Detectors
Model Description EN 54-7 EN 54-5 uL268 uL521 Page
SNC-300-52 Smoke detector ; — _ 17

SNC-300-S2-U Smoke detector _ _ 17

Audible Alarm Audible Alarm Audible Alarm Audio/Visual Alarm

SNC-300-SL
SNC-300-SL-U
SNC-300-SR
SNC-300-SR-U
HNC-310-H2
HNC-310-H2-U
HNC-310-HL
HNC-310-HL-U
SNC-300-C2
SNC-300-C2-U
SNC-300-CL
SNC-300-CL-U
SNC-300-CR
SNC-300-CR-U

Smoke detector, remote LED output
Smoke detector, remote LED output
Smoke detector, relay output

Smoke detector, relay output

Heat detector

Heat detector

Heat detector, remote LED output

Heat detector, remote LED output
Smoke/heat detector

Smoke/heat detector

Smoke/heat detector, remote LED output
Smoke/heat detector, remote LED output
Smoke/heat detector, relay LED output
Smoke/heat detector, relay LED output

< B i< i< .- i

17
17
17
17
18
18
18
18
18
18
18
18
18
18

Standards Reference

EN 54-2, Fire detection and fire alarm systems. Control and indicationg equipment

EN 54-4, Fire detection and fire alarm systems. Power supply equipment

EN 54-5, Fire detection and fire alarm systems. Heat detectors. Point detectors

EN 54-7, Fire detection and fire alarm systems. Smoke detectors. Point detectors using scattered light, transmitted light or ionization
UL 268, Smoke detectors for fire alarm signaling systems

UL 521, Heat detectors for fire protective signaling systems

6002 Repeater Panel Supports up to 7 6002 Repeater Panel

repeater panels

www.numens.com www.numens.com




Non-Addressable Control and Indicating Equipment Non-Addressable Control and Indicating Equipment

A002 Control Panel - 16 detection zones
4DD1 El]ntrDI meI = Up to 32 non-addressable devices per alarm

zone circuit

= Configurable non-latching alarm zones, alarm
dependency (zone coincidence detection),
The 4002 non-addressable control and indicating anlii out tyd( lay ti : fon)
EN 54-7 ; put delay timer
equipment forms the central part of a fire

=3A Level
detection and alarm system. The 2-wire 4002 is el

= Single-person test mode
compatible with Numens non-addressable . Daﬁ’ni gpht e
devices.

ea PSS » Manual activation of audio/visual alarm devices
Featur . The 4002 comes standard with features that S il il '
= 2, 4, or 8 detection zones e ¢ = Supervised auxiliary DC 24 V output
B ; I allows flexibility and expandability. Default S ied dentl bl dd bl
= Up to 32 non-addressable devices per alarm zone circuit configuration programming facilitates out-of-box INAepENdErty pIogrammanc NOR-acatss5abic
= Configurable non-latching alarm zones, alarm dependency (zone installation and rapid commissioning. AV alarm output circuits
coincidence detection), and output delay timer = 2 programmable Fire Alarm relay outputs

= 3 Access Levels S . = Fault relay output
= Single-person test mode ?53;_';?9 ol = = 3 voltage-free inputs for remote reset,
evacuation start/stop, and Day/Night mode

= Day/night mode =
= Manual activation of audio/visual alarm devices _ » Supports up to 7 Repeater Panels
= Supervised auxiliary DC 24 V output \

= 2 independently programmable non-addressable A/V alarm output Fanonitiele Foeiicasine. Sve K pely o0
circuits

= 2 programmable Fire Alarm relay outputs

= Fault relay output

= 3 voltage-free inputs for remote reset, evacuation start/stop, and 4[“:" HF_'IJF_'atEf F'EI‘IF_'I (AE)
Day/Night mode

= Supports up to 7 Repeater Panels

For complete specifications, see datasheet 31-0002.
= Up to 8 detection zones can be displayed and

The 4001 non-addressable AC repeater panel extends ~ controlled
the 4001 non-addressable control and indicating * Clear alarm zone LED indicators, with a single
= equipment display to a remote location. The repeater indicator for Fault, Disable and Test Condition

Description panel is compatible with all Numens 4001 control indication .
panels and is powered from an external AC supply. * Recessed mounting enclosure
The repeater panel comes standard with features that ~ * Powered from an external AC supply
allows flexibility and expandability. Default * Up to 7 repeater panels can be connected to a
configuration programmingfacilitates out-of-box single controlpanel
installation and rapid commissioning. » Easy installation

The 4001 non-addressable control and indicating equipment forms the central part of a fire detection and alarm system. The 2-wire
4001 is compatible with Numens non-addressable devices.

The 4001 comes standard with features that allows flexibility and expandability. Default configuration programming facilitates
out-of-box installation and rapid commissioning.

The 4001 control panel provides fire detection and alarm system designers with an economical product for life safety and property
protection applications. For complete specifications, see datasheet 31-0058.

Ordering Information
4001-09

Ordering Information
Part Number 2 Detection Zone Circuits 4 Detection Zone Circuits 8 Detection Zone Circuits
4001-01 ] §

4001-02 A4001 Repeater Panel (100)

4001-03

The 4001 non-addressable repeater panel and

. . indicating equipment forms the display part of a
Compatible with fire detection and alarm system. The repeater * 2, 4,8 or 16 alarm zone options available
panel is compatible with Numens addressable = Clear alarm zone LED indicators, with a
devices and can also be connected to non- Single indicator for Fault, Disable and Test
3 addressable devices Condition indication
. A @ The repeater panel comes standard with features * Recessed mounting enclosure
; that allows flexibility and expandability. Default * Supports up to 7 Repeater Panels
configuration programming facilitates out-of-box + Easy installation

= ¢ - i installation and rapid commissioning. e
page 16 page 05 . page 05 For complete specifications, see datasheet 31-0053.

Ordering Information

4001 Repeater Panel 6001-03 Network Interface Card 6001-04 Remote LED Display Card 4001-04

www.numens.com www.numens.com




Non-Addressable Detectors

SNC-300 Smoke Detector

Description

Y E®

= Advanced-algorithms provide analogue detection discrimination

= Surface-mount device (SMD) circuit board design

= High immunity against unwanted alarms

= Stable smoke sensing chamber. No adjustment or replacement
required

= 2-wire and 4-wire models for DC 12 V and DC 24 V operation

* 4-wire model for DC 48 V operation

= 2-wire models available with remote LED output

= 4-wire models available with a N/O alarm relay output

* 4-wire model compatible with relay base

= 4-wire models available with auto-reset function

» Connects to zone monitor for use with addressable control and
indicating equipment

= Sleek low-profile housing design

= Dual LEDs for 360° visibility

» Low maintenance

For complete specifications, see datasheet 31-0045.

SNC-300 non-addressable photoelectric smoke detectors are state-of-the-art detectors suitable for connection to 2-wire or 4-wire
non-addressable fire detection control and indicating equipment, or to addressable fire detection control and indicating equipment that

can accept non-addressable type detectors .

Advanced electronics in conjunction with a photoelectric smoke sensing chamber provide early detection of fire and high immunity

against unwanted alarms.

Ordering Information

Part Number
SNC-300-52°2
SNC-300-S12
SNC-300-SR?
SNC-300-SRR?
SNC-300-SR4
SNC-300-52-UP
SNC-300-SL-UP
SNC-300-SR-Ub
SNC-300-SA

FEN type
b UL type

Compatible with

4-wire

Remote Indicator Relay Output Auto-Reset

page 22

page 22 page 12

CN3041

480 Relay Base

481 High Profile Base 681-001 Remote Indicator
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Non-Addressable Detectors

HNC-31 0 Heat Detector

HNC-310 non-addressable heat detectors are
suitable for connection to 2-wire non-
addressable fire detection control and indicating
equipment, or to addressable fire detection
control and indicating equipment that can accept
non-addressable type detectors.

An electronic thermistor provides sensitive rate-
of-rise operation or fixed-temperature operation
when the response threshold value is exceeded.

Ordering Information
Part Number 2-wire 4-wire
HNC-310-H2@ =
HNC-310-HI® _
HNC-310-H2-UP '
HNC-310-HL-UP
HNC-310-R
HNC-310-A

SNC-300 Smoke/Heat Detector

SNC-300 non-addressable photoelectric
smoke/heat detectors are state-of-the-art
detectors suitable for connection to 2-wire or 4-
wire non-addressable fire detection control and
indicating equipment, or to addressable fire
detection control and indicating equipment that
can accept non-addressable type detectors.
Advanced electronics in conjunction with a
photoelectric smoke sensing chamber and an
electronic thermistor provide early detection of
fire and high immunity against unwanted alarms.
The heat sensor provides sensitive rate-of-rise
operation or fixed-temperature operation when
the response threshold value is exceeded.

Ordering Information
Part Number 2-wire 4-wire
SNC-300-C22 —
SNC-300-C12 -
SNC-300-CR? v
SNC-300-CR4? 7
SNC-300-C2-UP —
SNC-300-CL-UP
SNC-300-CR
SNC-300-CA

www.numens.com

= Durable heat sensor

= Analogue detection discrimination

= Dual LEDs for 360° visibility

= 2-wire and 4-wire models for DC 12 V and
DC 24 V operation

= Dual LEDs for 360° visibility

= 4-wire models available with a N/O alarm relay
output

= 4-wire models available with auto-reset

= 2-wire models available with remote LED output

= Connects to zone monitor for use with
addressable control and indicating equipment

For complete specifications, see datasheet 31-0041.

Remote Indicator ~ Relay Output Auto-Reset

o f—

= Photoelectric smoke and heat sensors

= Analogue detection discrimination

= Dual LEDs for 360° visibility

= 2-wire and 4-wire models for DC 12 V and
DC 24 V operation

= 4-wire model for DC 48 V operation

= 4-wire models available with a N/O alarm relay
output

= 4-wire models available with auto-reset

= 2-wire models available with remote LED output

= Connects to zone monitor for use with
addressable control and indicating equipment

For complete specifications, see datasheet 31-0044.

Remote Indicator ~ Relay Output Auto-Reset

v
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400 (0 Gas Detector

400-series non-addressable carbon monoxide
(CO) gas alarms are suitable for connection to 2-
wire and 4-wire non-addressable fire detection
control and indicating equipment. 400 detectors
can also connect to 2-wire and 4-wire
addressable fire detection control and indicating
equipment that can accept non-addressable
detectors.

Advanced electronics in conjunction with a
semiconductor gas sensor provide early
detection of carbon monoxide gas and high
immunity against unwanted alarms.

Ordering Information
Part Number
400-001
400-002
400-003

A2 Propance Gas Detector

402-series non-addressable gas alarms are
suitable for connection to 2-wire and 4-wire non-
addressable fire detection control and indicating
equipment. 402 detectors can also connect to 2-
wire and 4-wire addressable fire detection control
and indicating equipment that can accept non-
addressable detectors.

Advanced electronics in conjunction with a
semiconductor gas sensor provide early
detection of propane/natural gas with high
immunity against unwanted alarms.

Ordering Information
Part Number
402-001
402-002

A Natural Gas Detector

402-series non-addressable gas alarms are
suitable for connection to 2-wire and 4-wire non-
addressable fire detection control and indicating
equipment. 402 detectors can also connect to 2-
wire and 4-wire addressable fire detection control
and indicating equipment that can accept non-
addressable detectors.

Advanced electronics in conjunction with a
semiconductor gas sensor provide early
detection of propane/natural gas with high
immunity against unwanted alarms.

Ordering Information
Part Number

402-003
402-004

Non-Addressable Detectors

= Japanese Nemoto Electrochemical Accurate
Sensor

» Detector auto-reset once gas levels fall below
alarm threshold levels

= 2-wire and 4-wire models for DC 12 V and
DC 24 V operation

» Magnet-initiated alarm test function

= N/C or N/O alarm relay output

* Loud 85 dB internal sounder

» Connects to zone monitor for use with
addressable control and indicating equipment

For complete specifications, see datasheet 31-0012.

Remote Indicator Relay Output

= Japanese Figaro non-maitaining gas senor of
UL approved

» 2-wire and 4-wire models for DC 12 V and
DC 24 V operation

» N/C or N/O alarm relay output

» Loud 85 dB internal sounder

= Connects to zone monitor for use with
addressable control and indicating equipment

For complete specifications, see datasheet 31-0014.

Relay Output

v

» Japanese Figaro non-maitaining gas senor of
UL approved

» 2-wire and 4-wire models for DC 12 V and
DC 24 V operation

» N/C or N/O alarm relay output

» Loud 85 dB internal sounder

» Connects to zone monitor for use with
addressable control and indicating equipment

For complete specifications, see datasheet 31-0014.

Relay Output

www.numens.com
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A01 Flame Detector

The 401 non-addressable ultra-violet flame
detectors are suitable for connection to 2-wire
and 4-wire non-addressable fire detection control
and indicating equipment, or to addressable fire
detection control and indicating equipment that
can accept non-addressable type detectors.

The 401 UV flame detectors are suited to
applications where flames rapidly develop due to
the nature of the combustible materials, such as
where petrochemical products are used or
stored.

Ordering Information

Non-Addressable Detectors

= High sensitivity UVtron sensor tube technology

= Solar blind, with an electronic filter to eliminate
unwanted alarms from naturally occurring
phenomena

= High immunity to electrical noise and RF
interference

= Fast response time

= Wide field of view

= Polarity insensitive

= 2-wire and 4-wire models for DC 12 V and
DC 24 V operation

= 4-wire models available with a N/O alarm relay
output

= 4-wire models available with auto-reset

= 2-wire models available with remote LED output

= Connects to zone monitor for use with addressable
control and indicating equipment

For complete specifications, see datasheet 31-0013.

Part Number 2-wire 4-wire Remote Indicator ~ Relay Output Auto-Reset

401-001 —
401-002
401-003
401-004

A0 Water |Leakage Detector

The 404 water alarm is a water leakage detector
with an alarm sounder. Advanced electronics
provides rapid detection of water in at-risk
locations, such as sumps, under sinks, around
washing machines, in bathrooms, etc.

The 404 is powered from an external DC source.
A dry-contact alarm relay output is available for
connection to other equipment, such as a
security system.

Ordering Information

Part Number Interconnect
404-001 v
404-002 =
404-003 v
404-004 v

v

= Operates in water depths exceeding 2 mm

= Operates from an external DC 12/24 V supply

= Flashing red LED quiescent condition indicator

= Loud 85 dB internal alarm sounder

= Sounder automatically resets when water is no
longer detected

= Dry-contact relay output model available for
connection to other equipment

* Interconnect up to 38 units together

= Remote LED output model available

= Audible and visual low battery indication

= Audible and visual fault indication

= Shock resistant from up to 1.8 m fall onto concrete

= Splash proof (not water proof)

For complete specifications, see datasheet 31-0019.

Remote Indicator Relay Output

7




A-Terminal Passive Base

4-terminal bases are used with 2-wire fire
detectors that do not include additional features,
such as remote indicator or alarm relay outputs.

Ordering Information
Part Number
CN1021
682-001
682-002

5-terminal bases are used with 2-wire fire
detectors that do not include additional features,
such as remote indicator or alarm relay outputs.

Ordering Information

Part Number UL Approved
CN3021 v
CN3023 -

8-terminal bases are used with 2-wire and 4-wire
fire detection and alarm systems that include
additional features, such as remote indicator or
alarm relay outputs.

Ordering Information

Part Number 2-wrie Systems
CN1041

O -Optional

Non-Addressable Detector Base

= Low profile

= Cable entry through the rear of the base

* Plated contacts for durable connection to
detectors

= Fitted square washer for easy and reliable
cable clamping

= Alarm zone circuit continuity models available

For complete specifications, see datasheet 31-0036.

* Low profile

= Cable entry through the rear of the base

* Plated contacts for durable connection to
detectors

» Fitted square washer for easy and reliable
cable clamping

= Alarm zone circuit continuity models available

For complete specifications, see datasheet 31-0035.

* Low profile

» Cable entry through the rear of the base

= Plated contacts for durable connection to
detectors

= Fitted square washer for easy and reliable
cable clamping

= Alarm zone circuit continuity models available

For complete specifications, see datasheet 31-0038.

4-wrie Systems
v
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Non-Addressable Detector Base

9-Terminal Passive Base

www.numens.com

9-terminal bases are used with 2-wire and 4-wire
fire detection and alarm systems that include
additional features, such as remote indicator or
alarm relay outputs.

Ordering Information

Part Number UL Approved
CN3041 v
CN3043 —

The 480 relay base is provides additional
voltage-free relay output contacts for 4-wire non-
addressable detectors when the detectors enters
the alarm condition. The relay base can be used
to activate ancillary equipment.

Ordering Information

Part Number Single Pole Relay Output

480-001 v’
480-002 —

The 481 high profile bases are used with 2-wire and
4-wire fire detection and alarm systems that include
additional features, such as remote indicator or
alarm relay outputs.

Ordering Information

Part Number 5-Terminal

481-002 v
481-004 —

* Low profile

= Cable entry through the rear of the base

* Plated contacts for durable connection to
detectors

= Fitted square washer for easy and reliable
cable clamping

= Alarm zone circuit continuity models available

For complete specifications, see datasheet 31-0037.

= Secure mounting to all surfaces

* Flexible mounting pitch

= Low profile

= Cable entry through the rear of the base

* Plated contacts for durable connection to
detectors

= Fitted square washer for easy and reliable
cable clamping

For complete specifications, see datasheet 31-0039.

Double Pole Relay Output

v

= Secure mounting to all surfaces

= Flexible mounting pitch

= Cable entry through the rear of the base

» Plated contacts for durable connection to
detectors

= Fitted square washer for easy and reliable
cable clamping

For complete specifications, see datasheet 31-0035
and datasheet 31-0037.

9-Terminal




Non-Addressable Manual Call Point

A60 Manual Call Paoint

Description

¥ C€

* Pressure activated displacement element
provides a safe user experience

» Integral indicator to show polling and alarm
activation

» Resettable with simple key operation

» Suitable for indoor use

* Monitors for quiescent, alarm and fault
conditions

For complete specifications, see datasheet 31-0022.

The 460 manual call points includes a pressure-activated displacement element to provide a safe and convenient way
for building occupants to manually initiate a fire alarm condition.
Resetting the manual call point is achieved by inserting a key through the underside of the unit to replace the operating

face to the quiescent position.

Ordering Information

47Q 0Q

Part Number EO2 EOi®

460-001
460-002
460-003
460-004
460-005
460-006P

2 Selectable during installation.

bDouble pole switch contacts.

Primary Output

NO

NC

a
/ﬂ

Secondary Output Voltage Polari
& Ngw LED  LED Failsafe |nd3pende,:{ty

o= v

‘/a
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Non-Addressable Alarm Devices

A2 Non-Addressable Audio/Visual Alarm Device

The 442 audio/visual alarm devices are suitable
for connection to 2-wire and 4-wire fire detection
and alarm systems. 442 will operate with both
addressable and non-addressable fire detection
control and indicating equipment.

Activation is initiated upon connection of the
operating voltage, allowing connection to either a
switched supply or via an addressable module.

Ordering Information

Part Number Audible Alarm
442-001 v
442-002 v
442-003 —
442-004 -

= Visual, audible and audio/visual models
available

= Red or white body available for audible alarm
device

 Operates when the supply voltage is connected
to the device

= Compatible with relay outputs from control and
indicating equipment, or from an output module
connected to addressable alarm circuit wiring

» DC 24 V operation

= Loud sounder output of 85 dB at 1 m

» Long-life LEDs

= Zero current load in quiescent condition

For complete specifications, see datasheet 31-0050.

Visual Alarm

aA11 Non-Addressable Audio/Visual Alarm Device

A10 Alarm Bell

www.numens.com

The 441 audio/visual alarm devices are suitable
for connection to 2-wire and 4-wire fire detection
and alarm systems. 441 will operate with both
addressable and non-addressable fire detection
control and indicating equipment.

Activation is initiated upon connection of the
operating voltage, allowing connection to either a
switched supply or via an addressable module.

Ordering Information
441-001

440 non-addressable alarm bells are suitable for
connection to 2-wire and 4-wire fire detection
and alarm systems. 440 alarm bells will operate
with both addressable and non-addressable fire
detection control and indicating equipment.
Activation is initiated upon connection of the
operating voltage, allowing connection to either a
switched supply or via an addressable module.

Ordering Information
440-001

= Operates when the supply voltage is
connected to the device

= Compatible with relay outputs from control and
indicating equipment, or from an output module
connected to addressable alarm circuit wiring

= DC 24 V operation

= Loud sound output of 90 dB at 1 m

= Zero current load in quiescent condition

= Long-life strobe light

For complete specifications, see datasheet 31-0021.

» Operates when the supply voltage is
connected to the device

» Compatible with relay outputs from control and
indicating equipment, or from an output
module connected to addressable alarm circuit
wiring

= DC 24 V operation

* Loud sound output of 95 dB at 1 m

= Zero current load in quiescent condition

For complete specifications, see datasheet 31-0020.




Residential Product Range Residential Fire Alarms

SNDO-500 1C Smoke Alarm

SND-500 DC Smoke Alarm
e .
. SND-500 DC smoke alarms provide battery
powered smoke detection and alarm functions
within a single unit.
Advanced electronics in conjunction with a
photoelectric smoke sensing chamber provide
early detection of fire and high immunity against
unwanted alarms.
SND-500 DC smoke alarms are battery powered,
do not require a mains supply, and are suitable
for general residential applications.

205 DC Smoke Alarm

Ordering Information
Part Number Interconnect
SND-500-S —
'SND-500-SI v

202 DC
Smoke/Heat Alarm

204 Water
Leakage Alarm

205 DC Smoke Alarm

205 DC smoke alarms provide battery powered
smoke detection and alarm functions within a
single unit.

Advanced electronics in conjunction with a
photoelectric smoke sensing chamber provide
early detection of fire and high immunity against
unwanted alarms.

205 DC smoke alarms are powered by a 10-year
lithium-ion battery and do not require a mains
supply. An automatic switch disconnects power
from the unit when it is removed from its base.

Drdering Information
205-001

2003 AUDC Smoke Alarm

203 AC/DC smoke alarms provide smoke
detection and alarm functions within a single unit.
Advanced electronics in conjunction with a
photoelectric smoke sensing chamber provide
early detection of fire and high immunity against
unwanted alarms.

203 AC/DC smoke alarms are available as mains
powered with battery backup, or battery-only
models, and are suitable for general residential
applications.

200 CO Gas Alarm

Rresidential Product Approvals

Model Description

SND-500-S

Ordering Information
Part Number
203-001

1203-004
203-005
203-006

Standards Reference
EN 14604, Smoke alarm devices

www.numens.com www.numens.com

* Photoelectric smoke sensor

* Integrated indicator provides visual indication
of an alarm condition

= Test button verifies battery and alarm operation

* Loud 85 dB sounder to alert occupants

= Single DC 9 V user-replaceable battery
provides up to 18 months operation under
normal conditions

= 30 day low battery warning signal

* Interconnection function available to connect
up to 38 units together

= Battery missing indicator

For complete specifications, see datasheet 31-0046.

= Photoelectric smoke sensor

= Switch function disconnects power when
removed from base

= remove Integrated indicator provides visual
indication of an alarm condition

= Test and Hush features in a single button

= Test button verifies battery and alarm operation

= Hush feature to temporarily silence unwanted
alarms

= Loud 85 dB sounder to alert occupants

= Single non-replaceable battery provides
10 years operation under normal conditions

= 30 day low battery warning signal

For complete specifications, see datasheet 31-0047,

* Photoelectric smoke sensor

= Integrated indicator provides visual indication
of an alarm condition

= Test and Hush features in a single button

= Loud 85 dB sounder to alert occupants

= Single DC 9 V user-replaceable battery

= 30 day low battery warning signal

= 10-year end-of-life timer

= Twist-on mounting base

= Interconnection function available to connect
up to 38 units together

= Easy installation

For complete specifications, see datasheet 31-0010.

'AC(100~240)V Interconnect




Residential Fire Alarms and Water Leakage Alarms

202 [IC Heat Alarm

202 DC heat alarms provide battery powered
smoke and heat detection, and alarm functions
within a single unit.

Electronic thermistor sensing and
microprocessor control delivers reliable
performance and low maintenance.

202 DC heat alarms are battery powered, do not
require a mains supply, and are suitable for
residential applications where smoke or gas
detectors may cause unwanted alarms (such as
cooking areas or parking garages).

Ohrdering Information
Part Number Interconnect
202-003 —
202-004 v

2002 IC Smoke/Heat Alarm

202 DC smoke/heat alarms provide battery
powered smoke and heat detection, and alarm
functions within a single unit.

Advanced electronics in conjunction with a
photoelectric smoke sensing chamber and
sensitive heat detection provide early detection
of fire and high immunity against unwanted
alarms.

Ordering Information
Part Number
202-001
202-002

'Remote Indicator

20A Water Leakage Alarm

The 204 water alarm is a water leakage detector
with an alarm sounder. Advanced electronics
provides rapid detection of water in at-risk
locations, such as sumps, under sinks, around
washing machines, in bathrooms, etc.

The 204 is powered from an internal battery. A
dry-contact alarm relay output is available for
connection to other equipment, such as a
security system.

Ordering Information
Part Number
204-001

204-003
204-005

Interconnect

= Fixed temperature and rate-of-rise operation

using electronic thermistors with microprocessor

control

* Integrated indicator provides visual indication
of an alarm condition

= Test button verifies battery and alarm operation

= Loud 85 dB sounder to alert occupants

= Surface-mount device (SMD) circuit board
design

= Single DC 9 V user-replaceable battery
provides up to 18 months operation under
normal conditions

= 30 day low battery warning signal

* Interconnection function available to connect
up to 38 units together

= Battery missing indicator

For complete specifications, see datasheet 31-0009.

= Photoelectric smoke and heat sensors

= Fixed temperature and rate-of-rise operation
using electronic thermistors with
microprocessor control

= Integrated indicator provides visual indication
of an alarm condition

= Test button verifies battery and alarm operation

= Loud 85 dB sounder to alert occupants

= Single DC 9 V user-replaceable battery
provides up to 18 months operation under
normal conditions

= 30 day low battery warning signal

= Interconnection function available to connect
up to 38 units together

= Battery missing indicator

For complete specifications, see datasheet 31-0008.

= Operates in water depths exceeding 2 mm

= Operates from a replaceable DC 9 V battery

* Low power consumption

= Loud 85 dB internal alarm sounder lasts for up
to 72 hours

= Sounder will reset automatically when water is
no longer detected

= Dry-contact relay output model available

= Interconnection function available to connect up
to 38 units together

= Shock resistant from up to 1.8 m fall onto
concrete

= Splash proof (not water proof)

= Easy installation. No programming required

For complete specifications, see datasheet 31-0011.

Relay Output

www.numens.com

Residential Gas Alarms

200 C0 Gas Alarm

200-series carbon monoxide (CO) gas alarms
are state-of-the-art detectors with an internal
sounder. Models are available powered by a
user-replaceable battery or AC mains.
Advanced electronics in conjunction with a
semiconductor gas sensor provide early
detection of carbon monoxide gas and high
immunity against unwanted alarms.

Ordering Informeation
Part Number DC Power
200-001 =
200-003 v -
200-005 —_
200-007 v
200-008 v
200-009 v

201 Propane/Natural Gas Alarm

201-001/201-013
201-002/201-014
201-003/201-015
201-004/201-016
201-005/201-017
201-006/201-018
201-007/201-019
201-008/201-020
201-009/201-021
201-010/201-022
201-011/201-023

201-012/201-024

201 propane (LPG)/natural gas alarms are
state-of-the-art inflammable gas detectors with an
internal sounder. Advanced electronics in
conjunction with a semiconductor gas sensor
provide early detection of propane gas, with high
immunity against unwanted alarms.

Models are available powered by AC mains or
from a DC 12/24 V supply (such as a security
system).

AC(220~240)V

‘N N NN

“201-001~201-012" Propane (LPG) Gas Detector
“201-013~201-024" Natural Gas Detector

www.numens.com

AC(100~240)V

= Japanese Nemoto electrochemical accurate
sensor

* Loud 85 dB internal alarm sounder

* Dual action button for Hush and Test

= Separate indicators for Power, Alarm and
Service

= N/C or N/O alarm relay output models available

* Interconnection function available on some
models to connect up to 20 units together

* AC mains powered models available

» DC 9 V models available, including 10-year
lithium battery models

= 5-year end-of-life timer

= Low power consumption

For complete specifications, see datasheet 31-0005.

Interconnection  Relay Output

= Japanese Figaro non-maintaining gas sensor of
UL approved

= Detects propane (LPG) gas (CsHs)/natural
gas(CHa)

* Loud 85 dB internal alarm sounder

= Dual action button for Hush and Test

« Separate indicators for Power, Alarm and
Service

« N/C or N/O alarm relay output models available

» Interconnection function available on some
models to connect up to 20 units together

= AC mains operating models available

* DC 12/24 V models available

= 5-year end-of-life timer

= Low power consumption

= Low maintenance

For complete specifications, see datasheet 31-00086.

Interconnection  Relay Output

v
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Product Index
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Product Index

SKU Description Page SKU Description Page SKU Description Page SKU Description Page
6001-01 Addressable control panel, 14cop 4 SNC-300-CLy | MNor-addressable smoke/heal detector, remote LED output, 18 204-006 Water alarm, 9V, sounder, auto-reset, relay output, lithium battery 27 201-008 Propane gas alarm, 220-240V, sounder, interconnect 28
6001-02 Addressable control panel, 2-400p. 4 UL-approved (CN3041) 200-001 CO gas alarm, 9V, sounder 28 201-008 Propane gas alarm, 100-120V, sounder, relay output 28
6001-03 Network interface card 5 SNC-300-CR Non-addressable smoke/heat detector, 12/24V, 4-wire, 18 200-002 CO gas alarm, 8V, sounder, lithium battery 28 201-010 Propane gas alarm, 220-240V, sounder, relay output 28
6001-04 Remote LED display card, 16 indicators 5 relay output (CN3043) 200-003 CO gas alarm, 9V, sounder, interconnect 28 2010 Propane gas alarm, 100-120V, sounder, relay output, interconnect 28
6001-05 Addressable control panel, 1doop expandable 5 SNC-300-CR-U Non-addressable smoke/heal defector, T2/24V, Z-wire, 18 200-004 CO gas alamm, 8V, sounder, interconnect, lithium battery 28 2010 Propane gas alarm, 220-240V, sounder, relay output, interconnect 28
60071-06 Addressable control panel 11oop expansion card 5 relay output, ULﬂDDrmed (CN3041) 200-005 CO gas alarm, 9V, sounder, relay output 28 2010 Natural gas alarm, 1224V, sounder 28
6001-07 Detection zone output card, 8 relays 5 SNC-300-CR4 Non-addressable smoke/heal detector, 48V, 4-wire, 18 200-006 CO gas alarm, 8V, sounder, relay output, lithiurm battery 28 201014 MNatural gas alarm, 12/24V, sounder, interconnect 28
6001-08 Addr%sable repeater panel, LCD display, 24V 5 relay output (CN3043) 200-007 CO gas alarm, 100/240V, sounder 28 201-015 Natural gas alarm, 12/24V, sounder, relay output 28
6001-09 ] ble control panel operating face label 5 SNC-300-CA Non-addressable smol 18 200-008 CO gas alarm, 100/240V, sounder, interconnect 28 201-016 Natural gas alarm, 12/24V, sounder, relay output, interconnect 28
B6001-10 Detectlon zone output card, 16 relays 5 auto-reset (CN3043) 200-009 CO gas alarm, 100/240Y, sounder, relay output 28 201-017 Natural gas alarm, 100-120V, sounder 28
6001-15 Addressable repeater panel, LCD display, AC 5 400-001 Non-addressable CO gas detector, 2-wire (CN1021) 19 201-00 Propane gas alamm, 12/24V, sounder 28 2010 Natural gas alarm, 220-240V, sounder 28
6002-01 Addressable control panel, 24oop expandable E 400-002 Non-addressable CO gas detector, 2-wire, 2014002 Propane gas alarm, 12/24V, sounder, interconnect 28 2010 Natural gas alamm, 100-120V, sounder, interconnect 28
G002-02 2aop expansion card 3 remote LED output (CN1041) 19 201003 ne gas alam, 12/24V, sounder, relay output 28 20102 Natural gas alarmn, 220-240V, sounder, interconnect 28
6002-03 6-oop expansion card 3 400-003 Non-addressable CO gas detector, 12/24V, 4-wire, sounder, 19 201-004 Propane gas alamm, 12/24V, sounder, relay output, interconnect 28 207021 Natural gas alarm, 100-120V, sounder, relay output 28
6002-04 32-zone indicator card 3 relay output (CN1041) 201005 ne gas alam, 100-120V, sounder 28 201022 Natural gas alarm, 220-240V, sounder, relay output 28
6002-05 Frinter, thermal 3 401-001 Non-addressable flame detector, 2-wire (CN3023) 20 201-008 Propane gas alarm, 220-240V, sounder 28 201023 Natural gas alarm, 100-120V, sounder, relay output, interconnect 28
6002-06 Addressable repeater panel, LCD display, 24V 3 401002 Non-addressable flame detector, 2-wire, remote LED output (CN3043) 20 201007 Propane gas alam, 100-120V, sounder, interconnect 28 201024 Natural gas alarm, 220-240V, sounder, relay output, interconnect 28
6002-07 Add ble repeater panel, LCD display, AC 3 401003 Mon-addressable flame detector, 12/24Y, 4-wire, relay output (CN3043) 20
6002-08 Extinguishant control card 3 401004 Non-addressable flame detector, 12/24V, 4-wire, relay output,
6002-10 Control panel power supply, 24V, 2.4A 3 autoreset (CN3043) 20
6000-03 Configurator software 3 402-001 Non-addressable propane gas detector, 2-wire, sounder (CN1041) 19
6003-01 Graphics display software 3 402-002 Non-addressable propane gas detector, 12724V, 4-wire, relay output, 19
SNA-360-52 Addressable smoke detector (CN3024) 3 sounder (CN1041
SNA-360-5L Addressable smoke detector, remote LED output (CN304A) [ 402-003 Non-addressable nnatural gas detector, 2-wire, sounder [CNT04T) 10
HNA-360-H2 Addressable heat detector (CN302A 7 402-004 Non-addressable natural gas detector, 12/24V, 4-wire, relay output,
HINA-360-HL Addressable heat detector, remote LED output (CNA04A) 7 sounder (CN1041) 19
SNA-360-C2 Addressable smokelheat detector [CN302A) 7 404-001 Water alarm, 12/24V, sounder, auto-reset 20
“SNASB0-CL Addressable smokelheat detecior, remote LED output [CN304A) 7 404-002 Water alarm, 12/24V, sounder, autoreset, interconnect 20
660-001 Addressable MCP 7 404-003 Water alarm, 12/24V, sounder, auto-reset, remote LED output 20
620001 Module, mini, single detector input 9 404-004 Water alarm, 12/24V, sounder, autoreset, relay output 20
620-002 Maodule, mini, single contact input 9 460-001 Non-addressable MCP, 0/470-ohms EOL, N/O primary output, 03
620-003 Madule, mini, single output 9 N/O secondary output
621-001 Module, single input 8 460-002 Non-addressable MCP, 0/470-ohms EOL, N/O primary output, .
621-002 Madule, single input/output N/ secondary output, LED indicator 3
621-003 Module, zone input Non-addressable MCP, 0/470-ohms EOL, N/O primary output, 23
621-004 Module, zone input, extemal 24V B 460-003 N/O secondary output, LED failsafe
622-001 Module, non-add ble A/ device controller [£] Non-addressable MCP, 0/470-ohms EOL, N/O primary output,
640001 Addressable audible alarm device, red (662-002) 12 460004 NIO secondary output, voltage polarity independent 23
640002 Addressable audible alarm devce, white (CNT102T) 12 J60-005 Non-addressable MCP, 0-ohms EOL, NJO or NIC primary output 3
640-003 Addressable visual alarm device, red (682-002) 12 460-006 Non-addressable MCP, 0-ohms EOL, N/O or NIC primary output,
B40-004 Addressable audio/visual alarm device, red (6B2-002) 12 N/O or N/C secondary output 23
“BB0001 Addressable loop isolator [CN1047) 12 460007 MCP transparent operaling face cover 23
682-003 Isolator base, low profile, 5-terminal, 102mm 10 460-008 MCP glass frangible slement 23
682004 Tsolator base, low profile, 9-terminal, 102mm 10 440001 Alarm bell, 24V, Z-wire, 150mm 724
683-001 ‘Addressable audible alarm base, 102mm, (NA) 11 441001 Audiolvisual alarm, 12/24V 24
683-002 Addressable audible alarm base, 102mm, isolator, (NA} 11 442001 Audible alarm device, red, 24V (682-002) 24
“683-003 Addressable visual alarm base, 102mm, (NA) 11 442002 Audible alarm device, white, 24V (CN1021) 24
683-004 Addressable visual alarm base, 102mm, isolator, (NA) 11 442-003 Visual alarm device, red, 24V (682-002) 24
683-005 Addressable audio/vsual alarm base, 102mm, (NA} 11 442-004 Audiohisual alarm denvice, red, 24V (682-002) 24
683-006 Addressable audiolisual alam base, 102mm, isclator, (NA) 11 442-005 Visual alarm device, red, 24V, synchronous (682-002) 24 :
“B83007 Addressable audible alam base, 102mm, (A) T 442006 Visual alarm device, white, 24V (CN1027) 24 a
“BB3008 Addressable audible alarm base, 102mm, isofator, (A) 11 442007 Visual alarm device, while, 24V, synchronous (CN1021) 24 =
BE3-009 Addressable visual alarm base, 102mm, [A] i 4429008 Audio/vsual alarm device, red, 24V, dual trigger (682-002) 24 - I
683010 Addressable visual alarm base, 102mm, isolator, [A) 11 442008 Audiofvisual alarm devce, white, 24V, dual trigger (CN1021) 24 - "
683011 Addressable audio/visual alamm base, 102mm, (A) 11 6871-001 Rernote indicator 12 - o
“BEI0IZ Addressable audio/vsual alarm base, 102mm, isclator, {A) 11 CN1021 Base, low profile, 4-terminal, 9%mm, continuity 21 = -
683013 Addressable audio/vsual alarm base cover, 102mm, transparent 11 CNT02A Base, low profile, 4-terminal, 99mm 10 = -
683-014 Addressable audio/vsual alarm base cover, T02mm, while 11 CN1041 Base, low profile, 8-terminal, %8mm, continuity 21 ~ =
400701 Non-addressable control panel, 2-zone 15 CNT04A Base, low profile, 8-terminal, 99mm 10
Non-addressable control panel, 4-zone 12 CN3021 Base, low profile, 5-terminal, 102mm, UL-approved 21
400103 Non-addressable control panel, 8-zone 15 CN3023 Base, low profile, 5-terminal, T02mm 21
Non-addressable repeater panel, § deleclion zones, 24V 16 CN3024 Base, low profile, 4eminal, 102mm 10
400708 Non-addressable repeater panel, B deteclion zones, AC 16 CN304T Base, low profile, 9-terminal, 102mm, UL-approved 22
400111 Non-addressable control panel operatlng face label, i CN3043 Base, low profile, S-terminal, 102mm 22
2 ~ B detection zones, Numens bral 5 CN304A Base, low profile, 8-terminal, 102mm 10 o= . »
400207 Non-addressable control panel, 16—7_0ne 16 480-001 Base, single-pole relay output, 7-terminal, 102mm 77 ™ =
00202 Non-addressable repeater panel, 16 delection zones, 24V il AE0002 Base, double-pole relay output, 7-terminal, 102mm 22 o :
400203 Non-addressable control panel operating face label, 16 detection zones 16 4871007 Base, high profile, 4-lemminal, T02mm 11 : =
4002-07 Non-addressable repeater panel, ection zones, AC 1B 481-002 Base, high profile, 5-terminal, 102mm 22 o =
SNC-300-52 Non-addressable smoke detector [CN3023) 17 481-003 Base, high profile, 8-terminal, 102mm 11 ™ =
SNC-300-52-U Non-addressable smoke detector, UL-approved (CN3021) 17 481-004 Base, high profile, 8-terminal, 102mm 22 L :
SNC-300-5A Non-addressable smoke delector, 12724V, 4-wire, aulo-resel (CN30LT) 17 682-001 Base, low profile, 4-terminal, 39mm, red 10 -
“SNC-300-5C Non-addressable smoke detector, remote LED output [CNI043) 17 682-002 Base, low profile, 4-terminal, 89mm, continuity, red 10 = ::
i Non-addressable smoke detector, remote LED output, 205-001 Smoke alarm, 3V, 10-year lithium battery 26 b .
SNC-300-SL-U] i approved (CN3041) 17 SND-500S Smoke alamm, 9V, sounder % J8PS
SNC-300-5R Non-addressable smoke detector, 12/24V, 4-wire, relay output (CN3043) | 17 SND500-5] Smoke alarm, 9V, sounder, interconnect 26 - ~
SNC-300-SRU|  Non-addressable smoke detector, 12/24V, 4-wire, relay output, 17 202-001 Smoke/heat alarm, 9V, sounder 27 -
UL-approved (CN3041) 202-002 Smokelheat alamm, 9V, sounder, interconnect 27 :
SNC-300-5R4 Non-addressable smoke detector, 48V, 4-wire, relay output [CN3043) 17 202-003 Heat alarm, 9V, sounder 27
SNC-300-SRR | Non-addressable smoke detector, 12124V, 4-wire, 17 202-004 Heat alarm, 9V, sounder, interconnect 27
relay base output (CN3043) 203-001 Smoke alarm, 9V, sounder 26
HNC-310-HZ Non-addressable heat detector, Z-wire (CNJ023) 18 203-002 Smoke alarm, 9V, sounder, lithium battery 26
HNC-310-HZ-0 Non-addressable heal defeclor, Z-wire, Ul-approved [CN3021) 18 203-003 Smoke alarm, 8V, sounder, interconnect 26
HNC-310-HL Non-addressable heat detector, Z-wire, remote LED output (CN3043) 18 203-004 Smoke alarm, 9V, sounder, interconnect, lithium battery 26
HNC-310-HL.U |  Non-addressable heat detector, 2-wire, remote LED output, 15 205005 Smoke afamm, 9V, T00/240V, sounder 26
UL-approved (CN3041) 203-006 Smoke alarm, 9V, 1007240V, sounder interconnect 26
HNC-310-HR lon-addressable heat detector, 12/24V, 4-wire, relay ouput (CN3043) 18 204-001 Water alarm, 9V, sounder, auto-reset 27
HNC-310-HA lon-addressable heat detector, 12/24V, 4-wire, auto-reset (CN3043) 18 204-002 Water alarm, 9V, sounder, autoreset, lithium battery 27
SNC-300-C2 lor-addressable smoke/heat detector (CN3023} 18 204-003 Water alarm, 9V, sounder, auto-reset, interconnect 27
_SNC-300-C2-U jon-addressable smoke/heat detector, UL-approved (CN3021) 18 204-004 Water alarm, 9V, sounder, autoreset, interconnect, lithium battery 27
SNC-300-CL lon-addressable smoke/heat detector, remote LED output (CN3043) 18 204-005 Water alarm, 9V, sounder, autoreset, relay output 27
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